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B I n Otto® B DWR ©213/8 Max. pressure 200 bar
THE TIPPING POWER UNDERBODY CYLINDERS Tipping Weight : 40"
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B DWR 8/1625/ 213187165 |145/126|108| 92 | 76 | 60 1625 | 435 222 60 21.7
B DWR 8/1785/ 213|187 |165 |145 | 126|105 | 92 | 76 |60 1785 | 455 239 60 23.9
B DWR 8/1945/213[ 187|165 | 145|126 |108 | 92 | 76 | 60 1945 | 475 256 60 26.0
B DWR 8/2105/ 213 [187 |165 (145 |126 |108| 92 | 76 | 60 2105 | 495 273 60 28.2 96
B DWR 8/2265/ 213|187 |165 |145 |126 |108 | 92 |76 | 60 2265 | 515 292 60 30.4 100
B DWR 8/2425/ 213|187 |165 | 145|126 (108 | 92 | 76 | 60 2425 | 535 310 60 32,6 106
B DWR 8/2745/ 213 | 187 |165 [145 |126 |108 | 92 |76 | 60 2745 575 347 60 36.9 112
B DWR 8/3225/ 213|187 [165 [145(126 [108 | 92 |76 | 60 3225 | 635 404 60 43.4 126
ACCESSORIES
Cradle (page 10.02) Brackets (page 13.01, 12.01) Turn adapters (page 11.01)
CUL#CH | SU#CD | SU#AC RSN#90ACXBCO |

BINOTTO S.R.L. IS COSTANTLY ENGAGED IN IMPROVING ITS PRODUCTS AND THEREFORE RESERVES THE RIGHT TO MODIFY WITHOUT ANY NOTICE, DATA, CHARACTERISTICS AND PERFORMANCES SHOWN.
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