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B I n Otto® B DWR 168/5 Max. pressure 200 bar
THE TIPPING POWER UNDERBODY CYLINDERS Tipping Weight : 40"
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Stage diameter Thrust at 150 bar
[mm] [ton] : P
|
145 24.7 |
126 18.7 '
107 13.5 2194
088 9.2
069 5.6
oS Strok E R @ Ball | Capacity | Weight
Cylinder Description tages [mm] roke 2 apacity eI
Fln{m|iv{v ivi|vi{vin|iX | [mm] | [mm] | [mm] | [mm] [Le [Kel
B DWR 5/1025/ 168 | 145126 |107| 88 | 69 1025 415 186 60 11.5 50
B DWR 5/1125/ 168 |145 |126 |107 | 88 |69 1125 435 209 60 12.3 53
B DWR 5/1225/ 168 [145 [126 10788 |69 1225 455 227 60 13.3 55
B DWR 5/1325/ 168 |145 |126 |107 | 88 |69 1325 475 245 60 14.4 57
B DWR 5/1425/ 168 |145 |126 [107 | 88 | 69 1425 495 263 60 15.4 59
B DWR 5/1525/ 168 |145 [126 (107 | 88 |69 1525 515 282 60 16.5 62
B DWR 5/1725/ 168 |145 |126 |107 | 88 | 69 1725 555 320 60 18.5 67
B DWR 5/2000/ 168 |145 |126 |107 | 88 | 69 2000 615 378 60 20.9 75
ACCESSORIES
Cradle (page 10.01) Brackets (page 13.01, 12.01) Turn adapters (page 11.01)
cu#cs | SU#CC | SU#AB RSN#90ABXBCO |
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